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Abstract The gas pixel detector (GPD) is designed
and developed for high-sensitivity astronomical X-ray
polarimetry, which is a new window about to open in
a few years. Due to the small mass, low power, and
compact geometry of the GPD, we propose a Cube-
Sat mission Polarimeter Light (PolarLight) to demon-
strate and test the technology directly in space. There
is no optics but a collimator to constrain the field of
view to 2.3 degrees. Filled with pure dimethyl ether
(DME) at 0.8 atm and sealed by a beryllium window
of 100 µm thick, with a sensitive area of about 1.4 mm
by 1.4 mm, PolarLight allows us to observe the bright-
est X-ray sources on the sky, with a count rate of, e.g.,
∼0.2 counts s−1 from the Crab nebula. The PolarLight
is 1U in size and mounted in a 6U CubeSat, which
was launched into a low earth Sun-synchronous orbit
on October 29, 2018, and is currently under test. More
launches with improved designs are planned in 2019.
These tests will help increase the technology readiness
for future missions such as the enhanced X-ray Timing
and Polarimetry (eXTP), better understand the orbital
background, and may help constrain the physics with
observations of the brightest objects.
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1 Introduction
X-ray polarimetry in the keV band has drawn great
interests in astrophysics [9] but has remained unex-
plored since 1970s [20,22,24]. Along with the break-
through in detection technology that makes 2D electron
tracking possible [7,5,3,2], high-sensitivity X-ray po-
larimetry becomes possible and a number of space mis-
sions dedicated to or capable of X-ray polarimetry have
been proposed [15,8,23,25]. Active missions or mission
concepts include the Imaging X-ray Polarimetry Ex-
plorer (IXPE) [23], which was selected by NASA and
is scheduled to launch around 2021, and the enhanced
X-ray Timing and Polarimetry (eXTP) [25], which is
a Chinese-European collaboration aiming for large-area
X-ray polarimetry jointly with timing and spectroscopy.
Both IXPE and eXTP have adopted the gas pixel de-
tector (GPD) as the focal plane detector. Thus, a flight
test of the detector is indeed needed.
The GPD polarimeter has the advantage of com-
pactness and low mass, and can be operated at room-
temperature with a total power of about 2 W. These
indicate that it can easily fit into a CubeSat space-
craft. Thus, based on the GPD tested in the lab [5,11],
we modified the design and interface to be compati-
ble with a 6U CubeSat developed by Spacety Co. Ltd,
trying to test the technique in orbit (see Figure 1). The
detector occupies a standard unit of the CubeSat and is
named Polarimeter Light (PolarLight), but it is not the
only payload of the CubeSat. The satellite was success-
fully launched into a nearly circular Sun-synchronous
orbit on October 29, 2018, with an altitude of about
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520 km and an orbital period of 95 minutes. The Cube-
Sat is equipped with a star tracker and three reaction
wheels, enabling a pointing accuracy of about 0.1◦ to a
celestial object. On November 16, the PolarLight was
powered on briefly and tested with charge injection (in-
jection of charge to the preamplifier of a pixel), indicat-
ing that the electronic part is working. On December
18, the high voltage was applied for the first time and
tracks triggered by X-rays and charged particles were
seen. After roughly three months since launch, tests for
the data transfer and attitude control were successfully
done with the CubeSat. At the time of writing, the Po-
larLight is able to point at a celestial target and start
observations. Here, we describe the structural and elec-
tronic design of PolarLight and the ground calibration
results. The in-orbit tests will be reported in follow-up
papers.
2 Structure and components
PolarLight contains three printed circuit boards (PCBs)
inside an aluminum case. From top to bottom, the three
PCBs are respectively to host the GPD, the high volt-
age (HV) power supply and dividing circuits, and the
data acquisition (DAQ) system. The structure of the
PolarLight is shown in Figure 2. Here, we elaborate the
detailed specifications of some key components.
2.1 Detector
The GPD for PolarLight is based on the design intro-
duced by the INFN-Pisa group [5], and is similar to
the one reported in Li et al. [11]. It is a 2D gas pro-
portional counter with pixel readout to measure the
track image of photoelectrons emitted following the ab-
sorption of X-rays. A valid event consists of following
processes. An incident X-ray goes though one of the
holes of the collimator, penetrate the beryllium win-
dow, and is absorbed by the working gas of the GPD.
After absorption, a photoelectron is emitted and starts
to ionize the gas molecules into ions and primary elec-
trons. The primary electrons drift toward the anode
under a paralleled electric field. When the electrons go
through the holes of the gas electron multiplier (GEM),
where the electric field is strong, avalanche happens and
secondary electrons are created. The electrons are en-
hanced in number by a factor of a few hundred to a few
thousand (the gain factor). Then, the secondary elec-
trons will drift along the field lines. Some end at the
bottom electrode of the GEM, while the others can go
all the way to the anode, which is the ASIC chip. The
induced charge on the pixels will trigger the electronics
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Fig. 1: Schematic drawing of the CubeSat. The Po-
larLight is mounted at the side away from the solar
panel, with the window pointing toward the +Y direc-
tion.
and be integrated, amplified, and filtered by the front-
end electronics inside the chip. This is the whole chain
how an event is detected.
Import components of the GPD include the follows.
• Collimator — The collimator is a capillary plate
made of lead glass (with ∼38% lead oxide), manu-
factured by North Night Vision Technology Co. Ltd.
It is 1.66 mm thick and contains cylindrical microp-
ores with a diameter of 83 µm and an open fraction
of 71%. The field of view (FOV) has a full width at
half maximum (FWHM) of 2.3◦ and a full width at
zero response (FWZR) of 5.7◦. A microscopic view
of the collimator is displayed in Figure 3. Using an
X-ray tube (Oxford Instruments Apogee 5500 series
with a focal spot size of 35 µm) placed at∼2 m away,
we measured the angular response of the collimator
and found a FWHM consistent with expected.
• Window — The GPD is sealed by a beryllium win-
dow of 100 µm thick. The window is glued and elec-
trically contacted to the titanium frame. When the
GPD is in operation, the beryllium window and tita-
nium frame are supplied with a HV of about −3 kV,
so that the drift field is set at around 2 kV/cm with
which the energy resolution and modulation factor
is optimized [11]. We note that the whole CubeSat
is wrapped by a thermal coat, which was reduced to
a single layer right above the window of the GPD.
It is a mylar foil of roughly 6 µm thick coated with
aluminum and will further absorb soft X-rays. The
Aluminum coating has an unknown thickness, but
tests with X-ray sources suggest that the absorption
is dominated by the mylar foil.
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Fig. 2: Structure of the PolarLight and the GPD.
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Fig. 3: Top: microscopic image of the collimator. The
collimator is 1.66 mm thick. The cylindrical apertures
have a diameter of 83 µm and an open fraction of 71%.
The FOV has a FWHM of 2.3◦ and a FWZR of 5.7◦.
Bottom: measured angular response of the collimator
using an X-ray beam. The solid line is the data contour
at half of the maximum response. The dotted lines rep-
resents the designed FWHM and FWZR, respectively.
Fig. 4: Microscopic image of the GEM foil, which is 100
µm thick. The holes have a diameter of 50 µm and a
pitch of 100 µm.
Fig. 5: Microscopic image of the ASIC chip around the
corner. The hexagonal pixels have a pitch of 50 µm.
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Fig. 6: High voltage circuits diagram. There are two HV
modules for a cold backup.
• GEM — The GEM offers signal amplification by
multiplying the number of primary electrons by a
factor of a few hundred to a few thousand when they
pass through the GEM holes. The GEM foil is a 100
µm thick liquid crystal polymer (LCP) coated with
5 µm copper on both sides [19], manufactured by
SciEnergy Inc., Japan, see Figure 4. The foil consists
of laser etched micro-holes with a diameter of 50 µm
and a pitch of 100 µm in a hexagonal pattern. The
operating high voltage ranges from 600–700 V across
the top and bottom electrodes, which determines
the effective gain in an exponential law.
• ASIC — The ASIC chip is used for collecting and
processing the multiplied charge signals. Figure 5
shows the top metal layer of the chip, which is pix-
elated to hexagonal pixels. Each pixel is connected
to a full electronic chain (preamplifier, shaping am-
plifier, sample and hold, and multiplexer) built im-
mediately below it. The noise is around 50 e− rms
per pixel. The shaping time is 3–10 µs and exter-
nally adjustable. More details about the ASIC can
be found in Bellazzini et al. [4].
• Gas — The detection gas sealed in the GPD is pure
(>99.999%) dimethyl-ether (DME, CH3-O-CH3) at
a pressure of 0.8 atm. The choice of DME is because
it has a small transversal diffusion coefficient and a
relatively high gain, such that the track information
will not be diluted after the drift of electrons.
2.2 High voltage
The HV is provided by a compact module UMHV0540N
manufactured by HVM Technology, Inc. It has a cubic
Table 1: Mass budget of PolarLight
Component Mass (g)
GPD board 121
HV board 60
DAQ board 59
Aluminum case 322
Accessaries (screws/wires/etc.) 19
Total 581
geometry with a length of 0.5 inch on each side, and is
powered by a low voltage power supply of 5 V. With a
programming pin, the HV output is adjustable from 0
to −4 kV. The output is split into three independent
channels, respectively, to power the the drift plate and
the two electrodes of the GEM. The dividing circuit is
shown in Figure 6. The three HVs are monitored with
analog digital converters (ADCs). Two independent HV
modules are mounted on the same board, with one of
them in use and the other as a cold backup. Wires are
used to connect the HVs from the HV board to the
GDP board.
2.3 MCU and BEE
The whole system is controlled and managed by a mi-
crocontroller (MCU) TMP570LC4357 manufactured by
Texas Instruments. A block diagram of the backend
electronics (BEE) is shown in Figure 7. At start up,
the MCU will configure the ASIC chip. The ampli-
fied science signals from the ASIC are digitized by a
12-bit ADC on the GPD board. The data are packed
and saved in an external flash memory of 64 Mbytes on
the DAQ board. The DAQ board communicates with
the payload computer using an SPI interface, for both
commands and data transfer. The absolute timing sig-
nals are offered by the global positioning system (GPS)
on the CubeSat. The UTC time is broadcasted via the
SPI, and the pulse per second (PPS) signal is connected
directly from the GPS to the DAQ board. The MCU
has an internal timer configured to run at a frequency
of 100 MHz. The synchronization between the internal
timer, PPS, and UTC is managed by the MCU.
2.4 Mass and power
The total mass of PolarLight is about ∼580 g and the
total power consumption is about ∼2.2 W during nor-
mal operation. The detailed mass budget and power
consumptions can be found in Table 1 and 2, respec-
tively.
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Fig. 7: Diagram for the back-end electronics of PolarLight.
Table 2: Power consumptions of PolarLight
HV Trigger 5V power (W) 3.3V power (W) Total power (W)
off off 1.45 0.78 2.23
0 V off 1.48 0.78 2.26
0 V charge injection 1.46 0.52 1.98
∼3000 V off 1.70 0.51 2.21
∼3000 V on 1.69 0.52 2.21
2.5 Data structure and telemetry
The science data are saved in the event mode. Once
there is a trigger, the ASIC will determine a region of
interest (ROI) surrounding the triggered pixel. The pix-
els inside the ROI will be read out and digitized twice,
with the first time for signal measurement and the sec-
ond time for pedestal subtraction. Then the MCU will
jump into an interrupt to process and save the event
into the memory, along with the precise timing infor-
mation. As the ROI size may vary, the event block size
is not fixed. A description of the science event data
structure is listed in Table 3.
The house keeping (HK) data are saved every 30 s
during X-ray measurements, or every 60 s during charge
injection. Each HK package has a fixed size of 434 bytes,
containing information about the time, HV, tempera-
tures, data rate, currents from the low voltage powers,
disabled pixels, history commands, and other engineer-
ing status. However, the HK saving procedure is set at
a lower priority. If the X-ray count rate is high, the time
interval for HK saving may be slightly longer.
The cosmic X-ray background (CXB) for PolarLight
is negligible. The particle induced background (internal
background) may be dominant. The brightest persis-
tent X-ray source, Scorpius X-1, will result in about
3.5 counts s−1 in the detector. The typical number of
pixels for events triggered by 4 keV X-rays is about 700.
Thus, the total data rate is at least 20 Mbytes per hour
if we point the detector at Scorpius X-1. The Cube-
Sat is operated by Spacety. The commands, telemetry,
and small data packages can be transferred through the
UHF channel. There are two UHF ground stations for
Spacety with 4–6 times of overflight every day. The full
data will be transferred to the ground station via the
X band, with a chance expected roughly once a week.
2.6 Space qualification tests
We conducted most of the qualification tests for space
environment before the payload was delivered to the
satellite company for integration, including the mechan-
ical and thermal tests. Due to a tight schedule, the
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Table 3: Science data structure of PolarLight.
Bytes
Header 4
Time 24
ROI 8
Image npixel × 2
Cyclic redundancy check (CRC) 2
Tail 4
Total npixel × 2 + 43
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Fig. 8: Detection efficiency of PolarLight. The dashed
line represents the efficiency for the GPD, while the
solid line is the efficiency after the thermal coat is cov-
ered.
thermal-vacuum test was not done alone, but along
with the whole CubeSat after integration. In the thermal-
vacuum chamber, an 55Fe source was used to monitor
the detector performance and the results are as ex-
pected. Right after each mechanical test, a resonance
search was conducted to detect whether or not there
was a frequency shift due to mechanical deformation.
The test conditions are summarized in Table 4.
3 Detector calibration and performance
The detection efficiency of the detector is determined
by the thermal coat (6 µm mylar), the beryllium win-
dow (100 µm), and the working gas (1 cm thick DME
at a pressure of 0.8 atm). The thermal coat is optional,
but we decided to put it on in order for a stable temper-
ature control. A calculation of the detection efficiency
is shown in Figure 8.
The detector was filled with the working gas and
sealed on August 20th, 2018. The gain was found to in-
crease rapidly with time. This is due to the fact that the
chamber is sufficiently pumped and the materials inside
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Fig. 9: Time variation of the detector gain since the seal
of the GPD on August 20th, 2018. The dashed lines
indicate the times when the ground wire was changed
and the copper tube was cut, respectively. The payload
was first tested alone in the lab, and then integrated
into the CubeSat.
are adequately degassed, such that our working gas will
be absorbed by the materials, especially by those with
a relatively high outgassing rate, until an equilibrium is
approached. The gain variation curve is shown in Fig-
ure 9, where we have converted the peak position to
that of 55Fe with a HV of 3200 V if the measurement
was not done in that case. The electric interface be-
tween the payload to the CubeSat is a 21-pin connector,
for both power and communication. About 6 days af-
ter the detector seal, we realized that a single wire for
the ground was insufficient to damp the power surge
caused by the HV module, and the HV ground was
pulled higher when the HV was on. Thus, we added a
second ground wire to solve the problem. This also lead
to an increase of the gain as the HV ground was stabi-
lized at zero. About 7 days after the seal, the detector
worked stably and we cut the copper tube, which was
used to pump the chamber and fill the gas, to its min-
imum size. That action may have compressed the gas
in the chamber so that the gain dropped (the gain is
inversely scaled with the pressure in our case). Then,
laboratory tests and calibrations were conducted be-
fore the payload was shipped to the satellite company
for integration around 15 days after seal. Since then,
we were not able to test the payload with X-rays for a
while except on the 30th day when the whole CubeSat
was tested for thermal-vacuum qualification. About one
week before the CubeSat was shipped to the launch site,
we were allowed to test it and measured a few spectra
to verify the detector status. The test was done with
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Table 4: Qualification tests for space environment.
Test Date Conditions
Random 2018 Aug 05 10–2000 Hz, 8.2 g (rms), 2 mins
Sinusoidal 2018 Aug 05 0–100 Hz, 1.5 g, 2.5 mins
Shock 2018 Aug 09 1000 g, twice in each direction
Thermal 2017 July 24-29 −15 to +45 ◦C, 12.5 cycles
Thermal-vacuum 2018 Sep 18-22 −5 to +30 ◦C, 3.5 cycles, < 10−3 Pa
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Fig. 10: Top: gain map (70 × 70) of the GPD across
the sensitive surface, normalized to the mean peak po-
sition measured with the 55Fe source. A value larger
than unity means the gain in that area is higher than
the mean, and vice versa. Pixels around the edge have
a low gain because of the loss of charges. Bottom: 55Fe
spectra before and after correction with the gain map.
The FWHM to mean ratio changes from 33.5% to 18.6%
after the gain map correction.
a laboratory power supply at first. Then, the battery
from the satellite was used (the last point in Figure 9).
As one can see, the gain increased significantly. This
is probably because the low voltages provided by the
satellite battery are not as accurate as expected, and
the output PHA is affected. The phenomenon can be
repeated using a backup system in the lab. This should
be improved in the future by adding a DC-DC module
in the payload. Fortunately, the gain variation is less
than the spectral resolution (∼20%) and will not be an
issue for our purpose.
Three levels of data products can be created with
the pipeline and saved in the FITS event format. In the
science events section, the level-0 file contains informa-
tion about the time and image. Then, the level-1 file re-
places the image with its characteristics, including the
summed pulse height amplitude (PHA) in unit of the
ADC value, electron directions estimated using both
the major axis method and the impact point method
[1], number of clusters (how many unconnected pixel
islands), number of pixels above the threshold (cluster
size), eccentricity, centroid, and the impact point of the
track. Before the image is analyzed, we have adopted
an ADC cut of 5 as the threshold (pixels with ADC
value ≤ 5 are set to zero), and applied a median filter
on each pixel with its surrounding 7 pixels to remove
single, noisy pixels.
Measured with an 55Fe source, we found that the
gain is not uniform across the detector surface. This is
due to the non-uniformity of the GEM thickness [18].
We divided the sensitive area into 70 × 70 cells, each
with a size of 0.214mm× 0.217mm. We collected about
300,000 events with the 55Fe source and measured the
peak position in each cell to reflect the gain variation.
From here on, we select events that have only one clus-
ter and the cluster size is at least 45 pixels for analysis.
A gain map, normalized to the mean peak position of
all cells, is created and shown in Figure 10. If the gain
map is applied on the 55Fe spectrum, the FWHM to
mean ratio changes from 33.5% to 18.5%, suggestive of
a successful correction. Then, the level-2 file adds the
gain map corrected PHA for each event.
We use four Bragg crystals and their 45-degree diffrac-
tions to measure the energy spectra and modulation
factors of the detector. A silicon PIN detector was used
to take the diffracted energy spectra to check whether
or not the peaks appear at the energies as expected.
The measured energy spectra with the PolarLight are
shown in Figure 11. The diffraction energies, along with
the measured energy resolutions are listed in Table 5.
The fractional energy resolution (FWHM/E) follows an
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Table 5: Bragg crystals, diffracted energies at 45 de-
grees, and the measured energy resolutions and modu-
lation factors.
Crystal Order E FWHM/E µ
(keV)
PET I 2.01 0.230± 0.008 0.136± 0.047
MgF2 I 2.67 0.230± 0.002 0.211± 0.015
Al I 3.74 0.201± 0.001 0.420± 0.009
MgF2 II 5.33 0.175± 0.002 0.513± 0.012
LiF II 6.14 0.164± 0.001 0.568± 0.010
Al II 7.49 0.165± 0.006 0.665± 0.022
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Fig. 11: Energy spectra measured with 45-degree Bragg
diffractions.
E−1/2 relation except at the lowest energy, where the
energy resolution is smaller than expected, but this may
be due to the low statistics and large error associated
with the PET measurement.
As 45-degree diffraction produces a fully polarized
X-ray beam, the same data are used to calculate the
modulation factors. Following the literature [14,11], we
discarded 25% of the events with the lowest eccentric-
ity. The emission angle distributions of electrons are
shown in Figure 12, and fitted with a modulation func-
tion, A+B cos2(φ− φ0). At energies below 3 keV, the
major axis direction is adopted as the emission angle,
while above 3 keV, the impact point method is used.
The degree of modulation, (max−min)/(max + min),
is then calculated and displayed in Table 5 and Fig-
ure 13 (top panel), which is the modulation factor (µ;
degree of modulation resulted from fully polarized X-
rays) of the instrument. As the diffracted beam cannot
illuminate the whole detector plane at a close distance,
we thus checked the positional uniformity at 9 (3 × 3)
points on the surface of the detector and found that
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Fig. 12: Modulation curves measured with 45-degree
Bragg diffractions.
the modulation factor and position angle do not show
a detectable change with respect to the location.
The sensitivity of an X-ray polarimeter is propor-
tional to the quality factor, which is a product of the
modulation factor and the square root of the detection
efficiency. In Figure 13 (bottom panel), we display the
quality factor as a function of energy. As one can see,
the sensitivity of the PolarLight peaks around 4 keV.
We note that our results are well consistent with
those reported by previous studies, except at 2.7 keV
for the MgF2-I line, where a modulation factor of 0.27
was reported [14,13,11]. The major difference between
our setup and the previous is the GEM pitch. For Po-
larLight, the GEM pitch is 100 µm and larger than
before. For X-rays of higher energies, the electron track
is long and the result may not be limited by the pitch,
while for the lowest energy (2 keV), the track is unre-
solved so that the pitch is not important. Around 3 keV,
the pitch may have played the most important role
in sampling the electron track. This may explain why
consistent modulation factors can be obtained at other
energies. More experiments and simulations should be
done in the future to investigate this problem.
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Fig. 13: Modulation factor (top) and the quality factor
(bottom) for PolarLight. The quality factor is defined
as modulation factor times the square root of the effi-
ciency.
4 Sensitivity and targets
As the boarder region may suffer from charge loss (see
the gain map in Figure 10), we only extract the ±7 mm
region around the center for science analysis. With the
detection efficiency and open fraction of the collimator
quoted above, and taking into account the source spec-
trum and flux, the count rate expected from the bright-
est X-ray sources in several energy bands are listed in
Table 6, along with the references from which the source
spectra are adopted. The 2–8 keV band is quoted as the
full band of the detector, as copper Kα line originated
from the GEM foil appears above this band. The 3–5
keV band is the energy range where the sensitivity is the
highest, and the 4–8 keV band has the highest modula-
tion factor. The average modulation factor is 0.25, 0.37,
and 0.49, respectively in the three bands, weighted us-
ing a detected Crab spectrum. The choice of the energy
band relies on the specific scientific objective.
The background rate due to the CXB is found to
be a few times 10−4 counts s−1 and is negligible com-
pared with the expected flux from the brightest X-ray
sources. However, as the CubeSat is in a polar orbit,
where the particle flux is high near the polar and the
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Fig. 14: Flux map for trapped electrons in the Po-
larLight orbit with energies above 100 keV (those that
can penetrate the beryllium window). The data are ob-
tained from SPVINS (www.spenvis.oma.be) using the
AE-8 model at the solar minimum.
south Atlantic anomaly (SAA) regions (see Figure 14),
the particle induced background, especially the delayed
background due to activation in the high flux region,
may be dominant. This is still unknown at the point of
submission.
The minimum detectable polarization (MDP) at a
confidence level of 99% is usually quoted as the sensi-
tivity of a polarimeter [21,16],
MDP99 =
4.29
µS
√
S +B
T
, (1)
where S is the source count rate, B is the background
count rate, µ the modulation factor, and T is the to-
tal exposure time. For the Crab nebula, which has a
known degree of polarization of 19%, its polarization
signal in the 2–8 keV band can be detected with an ex-
posure time of a few times 105 s if the background rate is
∼1 counts s−1. If the background exceeds 5 counts s−1,
the polarization from Crab is no longer detectable even
with a net exposure of 106 s. Because the HV cannot
be powered on in regions of high particle flux, also due
to Earth occultation, the effective observing time is less
than one half of the total operation time.
Anyway, bright X-ray sources on the sky, includ-
ing pulsar wind nebulae and accreting compact objects,
could be targets of PolarLight (Figure 15). We note that
strong magnetic systems, such as accreting pulsars, are
of particular interest because of their potentially high
degree of polarization. Limited by the power, some re-
gions (shaded in Figure 15) in the sky may be pointed
by the PolarLight continuously. While other regions,
due to large angles between the solar panel and the
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Table 6: Expected count rates for bright X-ray sources in different energy bands measured with PolarLight.
Rate (counts s−1) Reference
(2–8 keV) (3–5 keV) (4–8 keV)
Crab 0.20 0.068 0.029 [10]
GRS 1915+105 (thermal state) 0.16 0.078 0.040 [12]
Cygnus X-1 (low/hard state) 0.078 0.029 0.014 [17]
Scorpius X-1 3.5 1.2 0.46 [6]
060120180240300360
Right Ascension (degree)
90
60
30
0
30
60
90
De
cli
na
tio
n 
(d
eg
re
e) Crab
Cyg X-1
GRS 1915+105
Sco X-1
GX 5-1
GX 17+2
GX 9+1
Her X-1
Vela X-1
Cen X-3
Power optimal BHB PWN NS LMXB Accreting pulsar
Fig. 15: Possible targets for PolarLight, including black
hole binaries (BHBs), pulsar wind nebulae (PWNe),
neutron star low-mass X-ray binaries (NS LMXBs), and
accreting pulsars (highly magnetized systems). If the
sources are in the shaded region, they may be pointed
by PolarLight continuously without a power issue. For
sources outside the shaded region, they can be observed
but the observation has to be interrupted due to bat-
tery charge and/or Earth occultation due to a large
angle between the Sun and solar panel.
Sun, the observation can be conducted but has to be
intermittent due to battery charge and/or Earth occul-
tation.
5 Discussion and conclusion
Here, we report on the design and ground test results
for PolarLight, which did the first flight test for the
GPD polarimeter. The main purpose for PolarLight is
to demonstrate the technique in space and reveal poten-
tial issues with the detector design, which will be valu-
able for future missions like eXTP as the same detector
will be used. Limited by the tight schedule and con-
straints on resources, some issues already emerged dur-
ing the ground test and calibration. We list the lessons
gained so far:
• A DC-DC module is necessary to provide a stable
power supply for the detector.
• The detector needs be sealed at least a few months
in advance, so that the gain will be stable at the
time of launch.
• The gain is sensitive to the gas pressure. The equi-
librium between the absorption and outgassing in-
side the chamber is a function of temperature. Change
of the storage temperature may lead to a change of
the gain temporarily. Once launched, the detector
temperature would best be controlled in a narrow
range, no matter in operation or not.
• A gain calibration seems useful every time when an
observation is done. Online calibration is impossible
for a CubeSat, but has been designed for future large
missions.
• Whether or not the 100-µm-pitch GEM can pro-
duce a modulation factor as high as that with a
50-µm-pitch GEM needs in-depth investigations. A
coarse pitch allows for a thicker GEM (100 µm) and
a larger gain.
After the CubeSat finishes the communication and
attitude test, we will start the full test of the PolarLight
and investigate the in-orbit background and its influ-
ence to the polarization measurement. A new flight is
planned in 2019 with an improved design. A 50 µm
window will be used and known issues will be fixed.
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